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3 \\ LANDSCAPE INSTALLATION GENERAL NOTES:
s o /= T T 1. PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION ATIVITIES, CONTRACTOR SHALL NOTIFY JOINT UTILITY LOCATION INFORMATION FOR
> ] T T~ : EXCAVATION (J.U.L.LE.) AT 1.800.892.0213 TO DETERMINE THE LOCATION OF ANY UNDERGROUND UTILITIES, WHICH MAY AFFECT
& S~ A‘\\ : PROPOSED SITE WORK. CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT IMMEDIATELY OF ANY DISCREPANCIES, OBSTACLES
- /{& SN AND/OR PROBLEMS.
-
,§> LGHTPOLE EX‘ST'NG/ 2. VERIFICATION OF DIMENSIONS AND GRADES, BOTH EXISTING AND PROPOSED, SHALL BE THE CONTRACTOR’'S RESPONSIBILITY PRIOR TO
& SIGN NEW SO COMMENCEMENT OF WORK. THE CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT OF ANY DISCREPANCIES.
Z 3. ALL SURFACE DRAINAGE SHALL BE DIRECTED AWAY FROM STRUCTURES. SURFACE DRAINAGE SHALL BE DIRECTED TO EXISTING CATCH
3 BASINS DESIGNATED FOR THE COLLECTION OF SURFACE RUN—OFF.
§ EXISTING H
5 SIGN . 4. CONTRACTOR SHALL REPAIR IN KIND ANY AREAS DAMAGED AS A RESULT OF LANCSCAPE QPERATIONS.
o {
7 = 5. ALL TREE AND SHRUB BEDS TO RECEIVE A MINIMUM OF 3” THICK OF SHREDDED HARDWOOD MULCH.
-
z LOL- 6. ALL PERENNIAL, ORNAMENTAL GRASSES AND GROUNDCOVER BEDS TO RECEIVE A MINIMUM OF 3” THICK MUSHROOM COMPOST.
i
- — . 7. PLANT MATERIAL SIZES SHOWN ON PLANT SCHEDULE ARE MINIMUM ACCEPTABLE SIZES.
" T
¢ @) v 8. LANDSCAPE CONTRACTOR SHALL WARRANT ALL TREES, SHRUBS, PERENNIALS/GROUNDCOVERS AND ORNAMENTAL GRASSES UNDER THIS
v PYLON/WALL = SEE oxr CONTRACT WILL BE HEALTHY AND IN FLOURISHING CONDITION OF ACTIVE GROWTH TWO (2) YEAR S FROM DATE OF FINAL ACCEPTANCE.
% FOR DETAILS.
3 EXISTING ROW SOD 9. SOIL TO BE USED FOR THE PLANTING MEDIUM SHALL BE FERTILE, WELL DRAINED, OF UNIFORM QUALITY, FREE OF STONES OVER 17 IN
2 DIAMETER, STICKS, OILS, CHEMICAL, PLASTER, CONCRETE AND OTHER DFLETERIOUS MATERIALS.
% EXISTING SIDEWALK NEW SIDEWALK. SEE ~ _ N
Z CIVIL SHEETS. 10. LANDSCAPE CONTRACTOR SHALL PREPARE PLANTING BEDS BY ADDING SOIL AMMENDMENTS TO TOPSOIL MIX IN THE FOLLOWING
% RIGHT OF WAY ) RATIO:
A v e — TOPSOIL MIX FOR TREES AND SHRUBS SHALL BE THREE (3) PARTS TOPSOIL, ONE (1) PART SAND AND ONE (1) PART PEAT.
Z (1) HESE ? ! - TOPSOIL MIX FOR PERENNIALS AND GROUNDCOVERS SHALL BE THREE (3) PARTS TOPSOIL, ONE (1) PART SAND AND ONE (1)
o (1) SPMK 30" | PART DECOMPOSED MUSHROOM COMPOST.
L
& (1) Jesp 4 11 ALL PLANTS TO BE BALLED IN BURLAP OR CONTAINER GROWN AS SPECIFIED IN PLANT SCHEDULE. ALL PLASTIC ROOT WRAPPING
o NEW SOD-\ MATERIAL SHALL BE REMOVED. TOP PORTION OF METAL WIRE BASKETS SHALL BE REMOVED FROM WITHIN THE TRUNK OF THE PLANTS.
e
g . ; - 12.LANDSCAPE CONTRACTOR SHALL HAVE LAYOUT OF PLANT APPROVED BY LANDSCAPE ARCHITECT PRIOR TO PLANTING.
e (1) AMCA 5 ) ADA RAMP
3 BEDLINE (TYP.) 13.CONTRACTOR SHALL WATER ALL PLANTS IMMEDIATELY AFTER PLANTING. FLOOD PLANTS TWICE DURING FIRST TWENTY-FOUR (24)
¢ - HOURS AFTER PLANTING.
% LIGHTING CONTROL W@H (TT,PT,,) """ } _
2 PANEL (TYP) = 14.ALL NEW TRANSPLANTED TREES AND SHRUBS TO BE SPRAYED WITH AN ANTIDESSICANT WITHIN TWENTY—FOUR (24) HOURS AFTER
5 SEE ELEg:(REIECTA‘g_ PLANTING. ANTI-TRANSPIRANT SHALL BE EQUAL TO "WILTPRUF”.
. (1) HESE
m%f (6) CAN 15.ALL ROAD AND WALK SURFACES SHALL BE KEPT CLEAR OF MUD AND DEBRIS AT ALL TIMES.
g5 ) | :
23 /Q) BRICK PAVERS — SEE : ! 16. CONTRACTOR SHALL NOTIFY ARCHITECT FOR SUBSTITUTIONS IF PLANT SPECIES ARE NOT AVAILABLE IN THE SIZE AND CONDITION
° ExisTng : SHEET 20 | « SPEC IFIED
Es LIGHTPOLE — FOR DETALS. : ! '
g _ : :
gg — T~ | - =0 1 | : ! : 17. ALL DISTURBED AREAS TO BE RE-SODDED. SEE SPECS FOR DETAILS.
22 — N BT UPLIGHTS (TYP.) — - —
gy N i L SEE_FLECT] e
Cljl% e A SHEETS.
Zc LANDSCAPING ™,
ER LIGHTS .. (TYR.)--—-
D; e SEE ELECTRICAL
Z7 SHEETS.
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2 PROPOSED PLANT SCHEDULE
éé( Abbr.  Qty. Botanic Name Common Name Size Remarks
57TH STREET INTERSECTION - NORTHWEST QUADRANT - LANDSCAPE PLAN ORNAMENTAL TREES
e T
550 SCALE 1/4"=1-0" . . . i e BB—
5352 Amelan Downy Serviceberr 5" ht.
ﬁgff ‘AMCA l 1 ‘ melanchier canadensis y Y ; MULTISTEM
555 north DECIDUOUS SHRUBS
gﬁg [SPMK | 1 [Syringa patula "Miss Kim’ [ Manchurian_Lilac [30" nt. [ BB ]
2% 8
ﬁ%i EVERGREEN SHRUBS
22 = ; ; - - ;
ez [[JCSG | 1 [ Juniperus chinensis 'Sea Green [ Chinese Juniper [ 4 Spread | BB |
L
TaZ PERENNIALS /GROUNDCOVERS
m -
35 [ CAIN T 6 [Callirhoe involuctra [ Winecup [ Quart [CG ]
gﬁ& | HESE | 2 [Helictotrichon sempervirens | Biue Oat Grass | 2 Galion | ce |
o 0
88T SOD = APPROX. 190 SQ. FT.
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aze NOTE:
gf;‘ PLANT SPACING VARIES AS INDICATED BY LANDSCAPE PLAN.
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Fud , TENG & ASSOCIATES, INC.
{ o : ENGINEERS /ARCHITECTS /PLANNERS
vy 205 N. MICHIGAN AVE. CHICAGO, L 60601
a: TELEPHONE: 312/616-0000
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